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COMMERCIAL GRIDDLES

Project Name: Item #: Quantity:

Equipex Roller Grill 
Commercial Griddles & Planchas

These commercial griddles are compact 
countertop cooking solutions designed to 
support efficient, high-volume food preparation 
in professional kitchens. Built for versatility, they 
integrate seamlessly into a variety of kitchen 
environments while maintaining a streamlined, 
space-saving footprint.

DESCRIPTION

•	 UL Listed

•	 UL Safety and Sanitation, NSF 4

CERTIFICATIONS

FEATURES:

•	 Choose from fine-grain cast iron, satin cold-
rolled steel, enameled steel, or stainless steel all 
designed for even heat distribution

•	 Thermostatic control for each cooking zone up 
to 570°F

•	 Integral on/off switch, pilot and temperature 
indicator lights for each cooking zone

•	 One piece griddle plate with integral back and 
side splashes

•	 Compact heavy duty griddles designed for 
controlled cooking with high energy efficiency
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MODEL VOLTAGE WORK SURFACE # OF ZONES

PSS-400 120V 
208/240V 15”Wx15”D 1

PSE-600 120V 
208/240V 23”Wx14.5”D 2

PSS-600
PSSE-600

120V 
208/240V 23”Wx15”D 2

PSI-600 120V 
208/240V 24”Wx18”D 2

PSS-900 208/240V 35”Wx15”D 3

One-year limited parts & labor    

WARRANTY

Ideal for cafés, delis, and high-
volume foodservice, these compact 
griddles efficiently cook eggs, 
burgers, sandwiches and more for 
fast efficient countertop service.

APPLICATIONS

PSS-400 

NSF 4

PSS-600
PSSE-600

PSI-600

PSE-600

PSS-900



•	 Stainless steel base for durability and easy 
cleaning

•	 Integral on/off switch with pilot and 
temperature indicator lights

•	 One-piece griddle plate with integral rear 
and side splashes

•	 Removable grease drawer for easy 
maintenance

•	 PSS – Steel Plate (Planchas): Satin-finished 
cold-rolled steel surface with heavy-duty 
one-piece griddle top and integral rear/side 
splashes

•	 PSSE – Enameled Steel Plate: Reduced 
sticking and easy cleaning

•	 PSI – Stainless Steel Plate: One-piece 
stainless steel surface for enhanced 
durability and corrosion resistance

•	 PSE - Fine grain cast iron plate assures even 
heating

CONSTRUCTION

SPECIFICATIONS
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PSE/PSSE/PSS-600 & PSS-900

PSI-600

MODEL ELECTRICAL DIMENSIONS PLUG WEIGHT

PSS-400 120V, 1.8KW, 15 Amps
208/240V, 1PH,3KW, 12/13Amps 16”Wx19”Dx9”H NEMA 5-15 P

NEMA 6-20 P 45 lbs

PSE-600 120V, 1.8KW, 15 Amps
208/240V,1PH, 4KW,15/17Amps 24”Wx19”Dx9”H NEMA 5-15 P

NEMA 6-20 P 65 lbs 

PSS-600
PSSE-600

120V, 1.8KW, 15 Amps
208/240V, 1PH, 4KW,15/17Amps 24”Wx19”Dx9”H NEMA 5-15 P

NEMA 6-20 P 65 lbs

PSI-600 120V, 1.8KW, 15 Amps
208/240V 3.5KW, 15/17Amps 24”Wx18”Dx9”H NEMA 5-15 P

NEMA 6-20 P 65 lbs

PSS-900 208/240V, 1PH, 21/24mps, 6KW
208/240V, 3PH, 13/15Amps, 6KW 36”Wx19”Dx9”H NEMA 6-50 P

Cord Only 94 lbs

PSS-400



GRILLING CAPACITY
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MODEL BURGERS
(PER HOUR)

PANCAKES
(PER HOUR)

STEAKS
(PER HOUR)

PSS-400 210 170 75

PSE/PSS/PSSE/PSI-600 320 240 115

PSS-900 480 360 170

SHIPPING DIMENSIONS

MODEL LENGTH WIDTH HEIGHT SHIP WEIGHT SHIP TYPE

PSS-400 26” 20” 20” 50 lbs Parcel

PSE-600 48” 40” 35” 120 lbs Freight, Pallet

PSS-600
PSSE-600 48” 40” 35” 120 lbs Freight, Pallet

PSI-600 48” 40” 35” 120 lbs Freight, Pallet

PSS-900 48” 40” 35” 145 lbs Freight, Pallet

•	 Installation Clearance: 4” each side and back

•	 All equipment must be plugged into a dedicated circuit of the proper ratings

NOTES/ CONDITIONS

SP-GRI.03192026

* Estimated per hour; may vary with actual sizes and brands of products


