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COMMERCIAL OVENS
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Equipex Roller Grill Compact
Countertop Toaster Ovens

Designed for fast, even cooking performance, 
these compact snack toasters are designed for 
efficient melting, warming, and toasting with 
consistent infrared heat performance. Built for ease 
of use, these units offer reliable operation in high-
demand foodservice environments.

•	 UL Listed

•	 UL Safety and Sanitation, NSF 4

CERTIFICATIONS

FEATURES:

•	 Infrared top and bottom heating for even 
results

•	 15-minute timer with continuous operation 
mode

•	 Selector switch to control heat for for top and 
bottom elements

•	 Compact footprint for countertop use

•	 Available in one- or two-shelf configurations

•	 Open-style models feature heat-resistant 
removable rack handles
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MODEL VOLTAGE SHELF SIZE SHELF
CAPACITY

BAR-100/1 
BAR-100

12OV
208/240V 13.75” x 9.75” 1

BAR-200/1 
BAR-200

12OV
208/240V (2) 13.75” x 9.75” 2

BAR-106 120V 13.75” x 9.75” 1

BAR-206 120V (2) 13.75” x 9.75” 2

TS-127 208/240V 20” x 13” 1

TS-327 208/240V (2) 20” x 13 2

One-year limited parts & labor    

WARRANTY

Ideal for cafés, concession stands, 
snack bars, and quick-service 
operations, these units are perfect 
for melting, toasting, browning 
or warming sandwiches, pastries, 
and more in space conscious 
environments.

APPLICATIONS

BAR-100/1
BAR-100

NSF 4

BAR-106 BAR-206

BAR-200/1
BAR-200

TS-127 TS-327
DESCRIPTION



CONSTRUCTION

SPECIFICATIONS
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MODEL ELECTRICAL EXTERIOR
DIMENSIONS PLUG WEIGHT

BAR-100/1 
BAR-100

120V, 1PH 1.7KW, 14 Amps 
208/240V, 1PH, 2KW, 7/9 Amps 18”W x 11.5”D x 12.5”H NEMA 5-15 P

NEMA 6-15 P 15 lbs

BAR-200/1 
BAR-200

120V, 1.7KW, 14 Amps
208/240V, 1PH, 3KW, 11/13 Amps 18”W x 11.5”D x 17”H NEMA 5-15 P

NEMA 6-15 P 20 lbs 

BAR-106 120V, 1PH, 1.1KW, 14 Amps 18.”W x 11.5”D x 12.5”H
(plus 4” for handle)

NEMA 5-15 P
NEMA 6-15 P 15 lbs

BAR-206 120V, 1PH, 1.65KW, 14 Amps 14.5”Wx11.5”Dx17”H
(plus 4” for handle)

NEMA 5-15 P
NEMA 6-15 P 20 lbs

TS-127 208/240V, 1PH, 3.5KW, 15/17 Amps 25.5”W x 14”D x 13.5”H 6-20P 25 lbs

TS-327 208/240V, 1PH, 4.6KW, 20/22 Amps 25.5”W x 14”D x 19”H L6-30P 40 lbs

BAR-100/1, BAR-100, BAR-106

•	 Stainless steel exterior and interior

•	 TS-327 includes removable heat shield in 
top compartment

•	 Durable commercial-grade components 
for long-term use

•	 Includes wire rack(s) and crumb tray

TS-127

BAR-200/1, BAR-200, BAR-206

TS-327
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SHIPPING DIMENSIONS

MODEL LENGTH WIDTH HEIGHT SHIP WEIGHT SHIP TYPE

BAR 100/1 
BAR 100 21” 20” 17” 20 lbs Parcel

BAR 200/1 
BAR 200 26” 20” 20” 25 lbs Parcel

BAR 106/1 21” 20” 17” 20 lbs Parcel

BAR 206/1 26” 20” 20” 25 lbs Parcel

TS-127 48” 40” 30” 80 lbs Freight, Pallet

TS-327 48” 40” 30” 95 lbs Freight, Pallet

•	 Installation Clearance: 2” each side and back

•	 All equipment must be plugged into a dedicated circuit of the proper ratings

NOTES/ CONDITIONS

SP-TOA.04212026


