
• Flex Zone Induction - multiple zones intuitively adjust wattage
based on vessel size with unique bridging capabilities that allow
for multiple warmers to sync as vessels are placed across warmers

• SmartScan Technology - assures correct temperature for optimal
performance with over/under voltage protection and pan size and
pan type recognition

• Modular Installation - with drop-in or hidden models, the
included precision bracket allows exact placement of warmers
to create a full-induction surface in either horizontal or vertical
orientation

• Patented Design - exclusive design with proprietary mounting
bracket for placement with minimal gap

• Daisy-Chain Control - connect and operate up to 4 warmers
from a single control box

• Built-In Cooling & Protection - double cooling fans, air

ventilation, and rubber feet to protect wiring

• Certified Safe - ETL, UL STD 197, FCC, cETL, NSF-4 certifications

INDUCTION WARMERS //

THE SURFACE
FLEX ZONE INDUCTION WARMERS

Sleek, powerful, and designed to seamlessly integrate into your 
counter, Surface Flex Zone Induction Warmers provide truly 
unlimited flexibility to serve like never before. Go beyond the 
traditional serving line with Surface induction warmers that 
transform your space into the ultimate serving workspace.

Drop-in, Flushmount
SKU: SM-1400CR

Hidden, Understone
SKU: SM-1400SS

Contact:

(630) 527-8600 | www.springusa.com

Learn More About The Surface

visit: springusa.com/the-surface-induction

Quality Guaranteed & Proven.

Spring USA’s professional 
induction warmers are 
guaranteed durable and reliable. 
Each and every induction 
warmer is expertly crafted to 
meet rigorous testing and 
performance standards. We 
don’t just guarantee it, we prove 
it with...

• less than 1% failure rate
• overnight exchange warranty

VIEW PRODUCT

VIEW PRODUCT

https://springusa.com/shop/induction/warming-ranges/sm-1400ss.html
https://springusa.com/shop/induction/warming-ranges/sm-1400cr.html
https://springusa.com/the-surface-induction


INDUCTION WARMERS //

Flex Zone Induction 

Instead of the 1-to-1 connection 
of traditional induction warmers, 
the Surface provides multiple 
zones that work independently or 
together to accommodate vessels 
as small as 4 inches in diameter to full-size pans. 

With unique bridging capabilities, the Surface 
induction can sync together across multiple warmers 
to create a full-induction surface.

SmartScan Technology

Intuitively adjusts heat level based on the size and 
material of each vessel and automatically recalls 
individual heat frequency so you can freely move 
vessels without having to continually reset temperature 
settings. 

Modular Installation

Designed with the perfect dimensions to fit standard 
counter spaces, the Surface comes with a proprietary 
precision bracket that allows for exact placement 
of ranges with minimal gap to maximize available 
countertop space.

SPECIFICATIONS

Learn More:  springusa .com/the-surface-induction

MODEL DIMENSIONS WATTS ELECTRICAL PLUG

SM-1400SS 
SM-1400CR

26.02”L x 15.83”W x 4”H 1400 110-120V, Single Phase, 11.6 Amp, 60 Hz NEMA 5-15P

SCAN TO 
WATCH 
THE 
VIDEO

https://springusa.com/the-surface-induction



