VENTLESS COOKING SOLUTIONS//

PRIORITIZE SAFETY & EFFICIENCY WITH
COUNTERTOP VENTLESS HOODS

SAV-G PALI | SAV-O MISTRAL

Adds safe, energy-efficient, high-power cooking to your food-
service operation without additional hoods or ductwork. PRE-PIPING FOR ANSUL

R-102 FIRE SYSTEM
» Unique air capture filtration/ ventilation system
Equip your PALI Ventless Hood with
* Reduces grease-laden air, smoke and odors UL-300 compliant pre-piping.
* Ildeal for front-of-house or back-of house cooking

* Improves environment for staff and patrons

SAV-G PALI SAV-0 MISTRAL
120V 120V

For small For small ovens or
cooking steamers
appliances

Contact:

(630) 527 8600 | www.springusa.com




Efficient, Cost-saving Ventilation - cleanses & recirculates air without the need to re-temp.

Compatible with a wide range of electric equipment, such as:

COUNTERTOP MAX

INDUCTION RANGES INDUCTION WOK

COUNTERTOP MAX

GRIDDLES/ PLANCHAS
Induction or Electric

LEARN MORE,
SCAN THE CODE:

PANINI GRILLS
Single or Double

CREPE MACHINES
Round or Square

1800W - 3500W 3500W
WAFFLE BAKERS FRYERS CONVECTION OVENS PIZZA OVENS CONVEYOR OVENS
Single or Double Single or Double Quarter Size Pz430, PZ431 or
Pz430D
Recommended Equipment:
PRODUCT SKU POWER DIMENSIONS
SAV-G PALI
Countertop MAX Induction Range SM-181C (x2) 120V 12.5"W x 16.0”D x 3.1”H
Countertop MAX Induction Wok SM-351WCR 208-240V 14.6”W x 19.1”D x 5.7"H
MAX Induction Range/ Griddle SM-251GRD* 208-240V 32.25”W x 18.1”D x 8"H
RollerGrill Stainless Steel Griddle PSI-600/1 120V or 208V 24”W x 19”D x 9”H
RollerGrill Panini Grill MAJESTIC 208-240V 23"W x 18"D x 22 2"H
RollerGrill Crepe Machine 350FE 120V 17” diameter x 6 ¥4”H
RollerGrill Waffle Baker GES (x2) 120V 12°W x 20 2 ’D x 21’H
RollerGrill Fryer RF8SP (x2) 208-240V 10”"W x 15 % "D x 11”H
SAV-0O MISTRAL
RollerGrill Conveyor Oven CT3000 208/240V 28 2"W x 19 ¥5”D x 15 Va“H
RollerGrill Convection Oven FC-33/1 120V 22"W x 22"D x 14"H
RollerGrill Pizza Oven* PZ 430D 208-240V 26 2 "W x 23”D x 19 34”H

*requires base extenders or side-by-side SA Vents

ENERGY STAR certified: MAX Induction, 2500W+





